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DTIL BRIDGE PLUGS-CEMENT RETAINERS - ACCESSORIES

Model BCP-1Plug Plucker
Product No.BI1747-12

For milling over permanent Bridge Plugs and/or Cement
Retainers and retrieving the milled-out portion from the wellbore.
With this tool, Bridge Plugs and Retainers never have to be pushed
down hole, allowing high performance Bridge Plugs or Cement
Retainers to be safely set above a liner. This Milling Tool will easily
mill up even the largest Retainer or Plug, in most cases in one round

trip.

Specification Guide
Model BCP-1 Plug Plucker

Model BCP-1 Plug Plucker
Product No. Bl 747-12
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40,000 and 50,000 Ib of pull, €—
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|
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(Product No. Bl 747-12) .
Casing Bridge Plug Plug Plucker
or
O.D | Wt.(Lb.) Retainer Shoe | Shoe O.D. Shoe 1.D. Shoe
T&C Size Size | Max. Min. Max Min. Comm. No. Size
4-1/2 | 9.5-16.6 1AA 22 |3.618 3.603 2.625 2.531 Bl 07-52269-00 1AA
5 11.5-18 1BB 24 | 3.859 3.828 2.625 2.531 Bl 07-52270-00 1BB
5-1/2 13.23 2AA 42 | 4.515 4.484 3.500 3.437 Bl 07-50971-00 2AA
6 14-26 2BB 46 | 4.890 4.859 3.500 3.437 Bl 07-51805-00 2BB
6-5/8 17-34 82 5.546 5.531 4.187 4.125 Bl 07-52276-00 3AA
7 32-38 3AA
7 1735 3BB 82 | 5.765 5.734 4.500 4.250 Bl 07-50973-00 3BB
7-5/8 | 20-39 4AA 88 |6.300 6.281 4.500 4.250 Bl 07-52277-00 4AA
8-5/8 | 24-49 5AA 126 | 7.328 7.296 5.375 5.250 Bl 07-52290-00 5AA
9-5/8 | 32.3-58.4 6AA 194 |8.328 8.295 6.281 6.250 Bl 07-52289-00 6AA
10-3/4| 60.7-81 6BB 212 | 9.031 8.984 7.625 7.500 Bl 07-52279-00 6BB
10-3/4 {32.75-60.7| 7TAA 214 | 9.468 9.406 7.625 7.500 Bl 07-52280-00 TAA
11-3/4| 38-60 8AA 220 [10.406 | 10.343 8.468 8.406 Bl 07-52281-00 8AA
13-3/8| 77-102 8BB 230 |[11.531 | 11.468 9.843 9.781 Bl 07-52282-00 8BB
13-3/8| 48-72 9AA 240 (12.156 | 12.093 9.843 9.781 Bl 07-52283-00 9AA
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OTHER MILLING TOOLS

Through the use of Milling Tools, Packers
can be quickly and safely milled over
and/or retrieved from the well.

Because only a very small portion of the
Plug, Retainer, or Packer ever needs to be
milled out, and the Miling Shoes have
been specifically designed to remove only
the necessary sections, mill-out time is
reduced to the minimum.

Cementing and treating work previously
limited by the capabilities of Retrievable
Plugs or Packers can be done with high-
performance drillable tools, since they can
be safely removed following treatment.

Model BCJ Packer Milling Tool
Product No. Bl 747-06

The Model BCJ Packer Milling Tool is used
to mill over Permanent Packers and to
retrieve the milled-out Packers from well.

Model BCB Packer Milling Tool
Product No. Bl 747-02

The Model BCB Packer Milling Tool is used
to mill over Permanent Packers and to
push to bottom of hole. BCB Packer Milling
Tool can be converted from BCJ Milling
Tool by removing Catch Sleeve, Spring
and J-Pin.

Model BCC Milling Tool
Product No. BI747-03

The Model BCC Milling Tool is used to mill
out Permanent Bridge Plugs or Cement
Retainers and to push to bottom of hole, or
to mill over retrievable-type Packers when
conditions exist that render normal
retrieving methods impossible.

Model BCK Milling Tool
Product No. B1 747-08

The Model BCK Milling Tool is used to mill
over and retrieve Retainer Production
Packers with Seal Bore Extensions, Pup
Joints, Landing Nipples, and the like,
where the Model BCJ Packer Milling Tool
is not applicable. The BCK mill includes a
spear that is used to latch into and retrieve
the body of the Packer after the outside
portion of the Packer has been milled up.

—

Model BCJ Model BCK
Packer Milling Tool
Product No. Bl 747-08

Packer Milling Tool
Product No. Bl 747-06

Model BCC
Milling Tool
Product No. Bl 747-03
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MODEL BC RETRIEVABLE BRIDGE PLUG
Product No. Bl 677-01

A dependable Plug that holds pressure from above or below,
the Model BC is used for acidizing, formation fracturing, and
temporary pressure containment,.

This plug uses differential pressure from above or below to
achieve and maintain pack-off. Once the Plug has been run to the
desired depth and released, it sets automatically and seals against
pressure differential from either direction.

Simple to pick up and relocate, it is ideal for selective isolation
and fracturing, acidizing, or testing of several zones in one round
trip when used with a Retrievable Cementer.
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Tools run in Bridge Plug Swabbing and Bridge Plug picked
together, released, interval testing, pressure up, being moved to
connected by straddled, fracturing differential reversed next interval
retrieving head or acidizing being
performed

— Circulation passage
through the valves
allows fluid to by-pass
during running/
retrieving, reducing
swabbing.

Opposed rocker slips
prevent movement either
up or down, depending
on the direction of the
differential pressure.
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BRIDGE PLUG & CEMENTING RETAINER

Model BC Retrievable Bridge Plug (Product No. Bl 677-01)

Casing Gage Ring Packer Cup Slip Range Drag Size
o. inWLEs. Size | or Thimble BOTIL Preferred Absolute Spring | Retrieving
T&C 0.D. Comm No. Min. Max. | Min. Max. Size Head
18 4.062 1.900
5 15 43B 7755 4.155 4.408 4.154 4.408 10 2_0?:'/8
513 | 43C | 4.250 BI01-36238-00  |4.400 | 4.560 |4.276 | 4560 | 20
2023 7500 BT 071-36827-00 10
s A e ST0T3soT 00— 4625 | 4953 | 4610 | 4.953
512 ™394 | 458 | 4781 BI01-39618-00 | 4.954 | 5.190 |4.950 | 5.190 2.3/8
2023 | 45C | 5.063 BIWV-G114-714 _ |5.191 | 5.390 |5.160 | 5.424 or
38 77A | 5656 BI01-39535-00 | 5.830 | 6.100 |5.830 | 6.184 | 10 7
2326 5.968 BI 01-39534-00
7 2023 | 47B | 6.078 BI01-37417-00 _ |6.101 | 6.530 |6.094 | 6.538 | 20
5210 BT 01-39727-00
435535| 51A | 8.281 BI01-50182-00 | 8.375 | 8.781 |8.250 | 8813 | 40
9-5/8 3540 [ 518 | 8375 |BIWW-G10-354(10354) |8.718 | 9.125 |8.718 | 9.125 2718

MODEL BC WASHOVER-TYPE RETRIEVING HEAD
Product No. Bl 677-71

The Model BC Washover-Type Retrieving Head, used with the
Model BC Retrievable Birdge Plug, allows wash-over operations
with the mill shoe guide and makes it easier to remove sand and
debris from the top of the Bridge Plug. The Retrieving Head can be
converted to a wireline driver and can then be used to run Model BC
Retrievable Bridge Plugs on wireline. Wireline setting is particularly
useful when fracturing or acidizing down the casing.
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WIRE-LINE SET RETRIEVABLE BRIDGE PLUG

WIRE-LINE SET RETRIEVABLE

BRIDGE PLUG
Product Family Nos. BI 577-32

Introduction
The BOTIL Wireline Set Retrievable Bridge

Plug is a medium performance retrievable
bridge plug that combines the advantages of
tubing or sand-line retrievability with the
advantages of fast, accurate wireline setting.
The Bridge Plug is set on wireline by using
The Wireline Adapter Kit attached to Wireline
Pressure Setting Assembly.

Model “BWR” Wire Line Set Retrievable
Bridge Plug can alternately be lowered on
Tubing and set by application of pressure.
This is done by attaching the Bridge Plug to
the Wireline Adapter Kit which, in turn is
attached to the BOTIL Size 20 Model “BH”
Hydraulic Setting Tool.

The Wireline Set Retrievable Bridge Plug
can
be used for operations such as zone

isolation, formation fracturing or acidizing,
and surface equipment repair where wireline
setting is desirable. This provides a distinct
advantage in situations where the plug must
be run and retrieved under pressure, as it
may be run in and out of the well using a
lubricator eliminating the necessity of
snubbing tubing or killing the well.

Retrievable Bridge Plug Specification Guide
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WIRE LINEADAPTERKIT
Product No: Bl 438-27

Wire Line Adapter Kit is used for setting
of Model “BWR” Wire Line Set Retrievable
Bridge Plug. Wire Line Adapter Kit is used
between the Wire Line Pressure Setting
Assembly and Wire Line Set Retrievable
Bridge Plug for Wire Line Setting and Wire
Line Adapter Kit is used between the BOTIL
Model “BH” Hydraulic Setting Tool and Wire
Line Set Retrievable Bridge Plug for
Hydraulic Setting.

WASHOVER TYPE RETRIEVING

HEAD
ProductNo. BI677-72

BOTIL Model “M” Wash Over Type
Retrieving Head is used to retrieve the BOTIL
Model “BWR” Wire Line Set Retrievable
Bridge Plug. The Model “M” Retrieving Head
can be used on tubing, drill pipe or coiled
tubing to retrieve the Wireline Set
Retrievable Bridge Plug. The Model “M”
Retrieving Head can also be used on
sandline or wireline to retrieve the Bridge
Plug.

Specification Guide
Packing Packing Slip Range

Casing Packer Gage Element Element Preferred Absolute
0.D Weight Size Ring OD 0.D Spacer OD Min Max Min Max
26 43C 4.250 4.156 4.250 4.408 | 4.560 | 4.062 | 4.582

5.1/2" 20-23 45A2 4.500 4.625 | 4.778

15.5-20 45A4 4.641 4.375 4.500 4.778 | 4.950
13-15.5 45B 4.781 4.688 4.781 4.950 | 5.190 | 4.437 [ 5.221
32-35 47 A4 5.812 5.500 5.656 5.930 | 6.135 | 5.562 | 6.665

7 26-29 47B2 5.968 6.136 | 6.276

23-26 47B4 6.078 5.750 5.938 6.276 | 6.366
17-20 47C2 6.266 6.125 6.266 6.456 | 6.578 | 6.200 | 7.303

47-53.5 51A2 8.218 8.343 | 8.681

9-5/8" 4047 51A4 8.437 7.938 8.218 8.681 | 8.835
29.3-36 51B 8.593 8.375 8.593 8.836 | 9.063 | 8.125 | 9.283




